DIGITAL DATA COMMUNICATIONS MESSAGE PROTOCOL (DDCMP) 



The Digital Data Communications Message Protocol (DDCMP) 
is a data link procedure that creates a reliable data 
communication path between communication devices connected 
by data links. DDCMP ensures the correct sequencing and 
integrity of data transmitted over a data link. This 
standard describes the functions, characteristics, 
interfaces, message formats, and operation of the DDCMP 
protocol. It is primarily intended to assist the 
individual implementing DDCMP. It is structured to also 
provide general information describing the protocol to 
others who may need this level of information. It is not 
intended to instruct those unfamiliar with the basic 
principles of data communications. 
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ABSTRACT 

The Digital Data Communications Message Protocol (DDCMP) is a data 
link procedure that creates a reliable data communication path between 
communication devices connected by data links. DDCMP ensures the 
correct sequencing and integrity of data transmitted over a data link. 
This standard describes the functions, characteristics, interfaces, 
message formats, and operacion of the DDCMP protocol. It is primarily 
intended to assist the individual implementing DDCMP. it is 
structured to also provide general information describing the protocol 
to others who may need this level of information. It is not intended 
to instruct those unfamiliar with the basic principles of data 



The information in this document is subject to change without notice 
and should not be construed as a commitment by Digital Equipment 
Corporation. Digital Equipment Corporation assumes no responsibility 
for any errors that may appear in this document. 
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standard protocols were inefficient in their use of 
full duplex channels and links with long delays (e.g. satellite). 
There was also a requirement for a protocol that would operate on both 
synchronous and asynchronous links using existing DEC communications 
interfaces. No DEC or industry standard, at the time of the initial 
design (January 1973), met the requirements 

protocol requires that both 
the ends of the data link implement the 
identical message formats, operating rules, and error recovery 
procedures. When they are the same implementation this is no problem, 
but when they are different implementations, there must be a 
specification document that clearly and definitively describes the 
protocol to which both implementations may refer. The DDCMP protocol 
is intended to be used tc connect both homogeneous and heterogeneous 
comp'ting systems. Thus, there was a need to not only define the 
prot ol but to create a precise written specification of its 
definition that could be used by implementors in designing and 
implementing protocol modules. 

nts were not met by 
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1.3 Non-Planned Effects Of Goals 

There are no known non-planned effects of the DDCMP goals. 
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ion-critical applications where the operation is monitored by 
in operator who can detect and manually correct errors (e.g. 
i Teletype compatible terminal operated in echoplex mode) . 

?he communications facilities have an insignificant error 
rate (relative to the intended application) . This may be due 
:o their inherent design or due to the use of common carrier 
>rovided error correction facilities. 

to non-Digital products which do not 

The product will implement a link level protocol in hardware 
rather than in software and/or firmware. An example would be 
a parallel, error-controlled, local bus. 



1.6 History of Previous Standardization Efforts 

DDCMP was designed to overcome the inefficiencies inherent in previous 
generation protocols such as Bisync. These character-oriented 
protocols had a number of deficiencies including (1) no error check on 
control information, (2) two-way alternate operation, (3) rigid 
structure, and (4) intermixed device, message, and link control. 
DDCMP was built on the experience gained with the PDP-10 protocol 
DECsync. It was similiar in design but used a less powerful error 
detection scheme and only operated in full duplex point-to-point mode. 
DDCMP was designed at the same time as IBM's SDLC and ANSI's ADCCP 
were evolving, and used some of the ideas generated in those designs. 

On January 12, 1973 Digital chartered a committee to define a standard 
protocol for intercomputer message communication. The committee 
consisted of: Stuart Wecker, R and D, Chairman; Stephen Russell, 
PDP-10 Communications; and George Friend, DECcomm Marketing. The 
resulting effort from the initial design was DDCMP version 1.0, 
February 1973. Since that time there have been a number of revisions 
and enhancements to the protocol to bring it up to its present version 
4.0, December 1977 level. The intermediate versions and personnel 

1. Initial design 1.0 - February 1973. 
S. Wecker, S. Russell, G. Friend 

2. Review 1.0 - April 1973 

I S. Wecker, S. Russell, G. Friend, J. Holmes, H. 
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Redesign 2.0 - June 1973 
S. Wecker, H. Schlesinger 
Review 2.1 - November 1973 
S. We 

Review 3.0 - March 1974 

S. Wecker, J. Holmes, A. McCutchen, C. Cannizzaro, 
Schlesinger, W. Sroka, J. Gilbert 

Changes to 3.0 - July 1975 

All of the above plus DDCMP development personnel 

Review of changes 3.02 - August 1975 

S. Wecker, J. Holmes, H. Schlesinger, J. Gilbert, 
Friend, S. Russell, A. Kent, D. McClure 

Changes and document revision 3.03 - December 1975 

A. Kent, S. Russell, T. Lauck, H. Schlesinger, S. 

Changes and complete rewrite 4.0 - December 1977 

S. Wecker, T. Lauck, A. Kent, H. Schlesinger, B. 
Rosenbaum, B. Collins, L. Dimino, G. Conant, G. hi 



Version 3.0 was approved as a DEC standard in May 1974 with the 
recommendation that a more complete document be produced. Mo document 
was submitted to standards between that initial approval and this 
submission of version 4.0 of March 1978. The list of changes from the 
last approved version 3.0 to the current specification is included in 
Appendix F of the technical specification. Prior changes (from 1.0 to 
3.0) are not included in this document as they occurred prior to 
standardization. 



1.7 Related Current Standards 

DDCMP is a physical link level protocol ensuring reliable 
communications on a data link. Other protocol standards with similiar 
goals and functionality are ANSI: ADCCP, ISO: HDLC, and IBM: SDLC . 



: the physical link level. When DDCMP is used as 
listributed computer networks, host front-end 
:erminal concentrators, and remote entry/exit 
systems, higher level protocols must be used on top of DDCMP to 
perform functions such as routing, device control, link multiplexing, 
flow control, and error recording. In DECnet the next higher level 
protocol, the network level protocol, is the Network Services Protocol 
(NSP) . A similiar industry standard protocol is the CCITT X.25 
protocol. 

In DDCMP maintenance mode a higher level protocol is used to perform 
the actual maintenance functions of down-line loading, dumping, and 
link testing. The protocol that performs these functions is the 
Maintenance Operation Protocol (MOP) . 

1.8 Future Standards Activities 

A number of proposals have been made during the design of DDCMP that 
were deemed beyond the scope of the present work. They should be 
considered in the future if enhancements to DDCMP are considered. 



Add a window size to STRT and STACK messages to specify the 
maximum number of messages the other station should send 
before waiting for acknowledgment. A zero value would mean 
an unlimited number (up to 255) may be sent. A small value 
would solve the problem of systems with small buffer 
capacities sending NAKs and causing retransmissions and extra 
overhead due to a lack of buffer space. 

Add a maximum message size in the startup sequence. 

suppor ted-to leave the 

Add a MODE message to specify the operating options such as: 
precede all messages with sync sequences, use single message 
NAK, maximum message size, length of sync sequence, type of 
station, type of link. 

Do not require explicit REP messages to be sent by stations 
tnat transmit only after being selected (half-duplex and 
multipoint tributary stations) since the pipeline is emptied 
after every select and retransmission is implied. In these 
cases duplicate received messages should be ACKed. 
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2.0 TERMINOLOGY 

Terminology specific to this stanc 
where appropriate in the techi 
Glossary in the technical specifi< 



3.0 CONFORMANCE 

Conformance is demonstrated by showing that a new implementatioi 
interoperates acceptably with itself, with all applicable praviou: 
Digital implementations, and (if full duplex point-to-point i; 
implemented) in loopback mode. For each previous implementation, 
testing shall be done using each type of compatible communications 
facility and operating mode (full or half duplex; point-to-point 
:rol, or multipoint tributary) over the entire range oj 
The testing shall include injecting oi 
)tnerwise simulating communications line errors and demonstrating thai 
;rror recovery occurs without loss of data integrity. Error recover; 
shall be prompt in the case of common errors or sequences of errors 
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I This material may be copied, in whole or in part, provided that the 

! above copyright notice is included in each copy along with an 

! acknowledgment that the copy describes the DDCMP protocol developed by 

; Digital Equipment Corporation, 

| This material may be changed without notice 

| Corporation, and Digital Equipment Corporatic 

I any errors which may appear herein. 
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I The Digital Data Communications Message rrotocol (DDCMP) provides a 
I data link control procedure that ensures a reliable data communication 
j path between communication devices connected by data links. DDCMP has 
| been designed to operate over full- and half-duplex synchronous and 
; asynchronous channels in both point-to-point and multipoint modes. It 
| can be used in a variety of applications such as distributed computer 
I networks, host front-end processors, remote terminal concentrators, 
] and remote job entry-exit systems. 

! 

i This document describes the functions, char 

| and operation of DDCMP. It is primar 

i individual implementing DDCMP within a system. It is structured, 

I however, to also provide general information describing the protocol 

j for others who may need this level of information. It is not intended 

to instruct those unfamiliar with the principles of data 

communications. 
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1.0 INTRODUCTION 

In the design of computer communications networks, one of the basic 
considerations is the physical transmission of data from one computer 
to another over a physical data channel. In the absence of 
transmission errors, this task becomes relatively simple. Once errors 
are introduced, however, data sequencing and synchronization problems 
occur between the transmitter and receiver. The solution to these 
problems consists of a data link control procedure or communications 
protocol that ensures the correct sequencing and integrity of data 
transmitted between computers over a data link. 

Digital Equipment Corporation recognized the need for such a 
■•- - protocol to establish reliable computer-to-computer 
A standard protocol was designed to serve the needs 

DIGITAL DATA COMMUNICATIONS MESSAGE PROTOCOL (DDCMP) and has been 
adopted as a Digital Equipment Corporation standard for intercomputer 
data 
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2.0 FUNCTIONAL DESCRIPTION 

The Digital Data Communications Message Protocol (DDCMP) has been 
designed for use over communication channels to provide data 
integrity, message sequencing, and management of the physical channel. 
The protocol defines the structure, content, 3nd sequencing procedures 
for the transmission of data between computers and the techniques used 
for error detection and recovery. DDCMP resides at a level above the 
communication medium (i.e., the physical transmission of bits over the 
communication channel) . DDCMP is concerned with the logical 
transmission of data grouped into physical blocks known as data 
messages. The primary function of the protocol is to exchange these 
data messages while ensuring their correct sequencing and integrity 



Computers adhering to the protocol will be able to correctly exc 
data (between their respective address spaces) over a link. It i 
level above the protocol that is concerned with the meaninc 
understanding of this data once correctly exchanged. With i 



device control, and data formatting. With computer networks, it 
includes problems of network routing, process synchronization, link 
multiplexing, flow control, and network management. 

Programs wishing to communicate using DDCMP must agree on the syntax 
and semantics of the data transmitted within the DDCMP envelope. 
DDCMP may thus be viewed as a black box creating an error-free 
sequential communication path over which data may be transmitted. On 
multipoint links, DDCMP creates multiple sequential data paths between 
the control station and the multiple tributaries on the link. If the 
physical channel connecting two computers is truly error-free, much of 
DDCMP is not necessary. 
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The DDCMP protocol creates and supports the functions 
Link Control Layer within the DECnet Architectui 
provides control over the physical link operation ar 
data integrity and the seguentiality of data transmitt 
physical link. It should be noted that DECnet is not 
DDCMP standard specification and that DDCMP 
independently, in a wide variety of systems and en\ 
error-free communication is desired. 
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i 2.3 Operating Requirements 




! DDCMP was designed to serve the needs of interprocessor con 
in a wide variety of applications and environments, 
provide: 


imunications 
DDCMP will 


1. High Performance. DDCMP will provide high data tr 
links capable of such and make optimum us 
characteristics. 


iroughput on 
;e of link 



Wide Applicability. DDCMP will 
independent of channel type 
configurations. 

Use of Available Hardware. DDC1 

with most 
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2.3.1 Goals - In addition to ensuring the 
data, DDCMP was designed to meet 
compatibility requirements. These goals c 

1. Create a protocol for the ti 
communication links to provide 
integrity of the data transraittec 
distort the information transmitt 



lications c 
, and maxi computers in bit 
is) and bit-parallel modes. 



Operate over point-to-point and multipo 
full- and half-duplex modes using 
and operating procedure.. 



Ensure both high performance and simultaneous operatic 
full-duplex channels where long circuit delays 
encountered. 

Provide error recording and reporting features so 
degraded link can be detected and repaired prior 



Provide a positive 
protocol module 
reinitialized or st 
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Provide a rigid enough protocol so that all implementations 
on the same channel type will operate together, independent 
of implementation techniques. 

Create a protocol to minimize the memory requirements and 
execution time in the systems implementing the protocol. 



2.3.2 Restrictions - Even though DDCMP is a general purpose lir 
protocol offering high performance over a wide range of applications 
there are a number of situations in which it may not be optimal. Son 
of these restrictions are: 

are a multiple of 8-b: 
r can interpret the data : 

any manner (i.e., S-bit quantities), but the total block mu: 

be a multiple of 8 bits. 

DDCMP may not be optimal when operating on links with loi 
propagation delays and a high probability of error. Optim; 
techniques in these cases might include forward err< 
correction and single message retransmission. When an errc 
occurs, DDCMP must go back to the last sequential corre< 
message, thereby losing any pipelining in effect on the linl 



DDCMP may not be suitable in some mu! 
many tributaries with low utiliz; 


Ltipoint systems having 
jtion and fast response 


requirements. Optimal techniques m: 
selection and broadcast. DDCMP i 


ight include contention 
ises a polling selection 


mechanism, which in some environment! 


5 results in a longer 


response time. 





On multipoint links, DDCMP supports only a single control 
station. No messages can be exchanged directly between 
tributaries. Within a given system, the control station can 
not float among the tributaries. 

On multipoint links there is no broadcast or multiple 
addressing facility. 



The DDCMP protocol is an extension of the data communications link, 
providing a number of functions to the user of the protocol. DDCMP 
may be viewed as a black box creating an error-free sequential managed 
data link. On the transmit side, messages are given to DDCMP, which 
delivers them over the link and notifies the user when the delivery 
has successfully occurred. On the receive side, the user provides 
buffers that are filled with correctly received messages by DDCMP. 
The term "user" refeis to the process or program exchanging messages 
with the protocol. In DECnet it might be the next higher level 
protocol (i.e., the Network Services Protocol). In other systems or 

DDCMP extends the capabilities of a data link to include the following 
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path. DDCMP transfers data 
ver a physical link, while 
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integrity cannot be maintained. 


Transfers messages in proper sequence. Messages will be 
delivered from one user to the other in the same order as 
they are sent, even though DDCMP may require the use of 



Manages the characterist.es of the channel. If the ct 
requires receiver addressing and/or arbitratior 
transmission requests, DDCMP is responsible for 
management . 

Interface to mode.T. control signals. DDCMP must inte 
with signals necessary for the operation of the phv 
channel, (e.g., modem control signals not handled by 
components in the system). It may do this directly, lej 
up to the hardware device driver, or let the user oi 
modem control code control these signals through the pre 
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2.5.1 Framing Component - Framing is the process of locating 
beginning and end of a message, at the receiving end of a li 
Synchronization is the process of locating some entity (e.g., a bit 
byte) and then staying in step or operating at the same rate as 1 
entity. Synchronization of data on a link must occur at the i 
byte, and message levels before framing can be accomplished, 
following paragraphs describe how DDCMP provides synchronization 
these levels: 



1. 






.zation. Locating a bit or 
accomplished by the modems c 
lot a part of DDCMP. 



Byte synchronization. Grouping bits into 8-bit byte 
quantities. Byte synchronization is the process of locating 
the proper 8-bit window in the bit stream and then staying in 
step with it for every 8-bit byte grouping. On 8-bit 

start/stop transmission technique on the link. Byte framing 
is established with each byte sent. On synchronous links, 
byte synchronization is established by searching for a unique 
8-bit sequence called the sync byte, checking for two in a 
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row, and then counting every 8 bits as a byte. The unique 
pattern is such that any skewing to the right or left will 
not produce a sequence match. On 8-bit or 8-bit multiple 
parallel links, byte synchronization is inherent in the link. 
For other types of links, techniques will have to be designed 
to locate the proper 8-bit byte window. 

3. Message synchronization. Locating the first byte of a 
message. In DDCMP, this is done by searching for one of 
three special starting byoes after achieving byte 
synchronization. Once one is found, simple rules will locate 
the end of the message. The message is framed and may be 
processed. The starting byte also defines the format type of 
the message and how the remaining bytes are :o be 
interpreted. 

The byte and message synchronization techniques were chosen to allow 
the greatest flexibility and independence from the actual d^ta link 
characteristics. By using these techniques, DDCMP can operate on 
serial synchronous links with typical character interrupt or block 
transfer devices and on serial asynchronous links using 8-bic bytes. 
Byte synchronization is specified in DDCMP and is specific for each 
data link and its characteristics. Message synchronization is the 
same for all link types once byte synchronization has been 
established. 



Management Component 
;s that are connected to 

innels. Link management 



ritching between transmit and receive is via a 
selection flag. The station that is transmitting ends transmission by 
setting the flag in its last message. This signals the receiver to 
complete reception of this message and then enter transmit mode. 

For reception on multipoint links, the link appears as 3 party line. 
One station is designated the control station, tne others are 
tributaries. All messages contain a tributary address to identify 
them. Messages to a tributary are received by aa tributaries and 
ignored by all except the one with the matching acdress. Messages 
from tributaries are ignored by other tributaries and received by the 
control station that verifies the tributary address to be the one 
affic is only between the control station and 
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Timers are used by half-duplex or control stations to handle the cas« 
of a lost flag (i.e., the message containing the flag is in error). i 
timer is started when waiting for the next message. If it expires il 
is assumed the selection flag was received in error and the statioi 
operates as if it received a valid selection flag. 



2.5.3 Message Exchange Component - The message exchange component is 
the part of DDCMP that creates the sequent; il error-free link. This 
component transfers the data correctly and in sequence over a link 
that has some probability of introducing errors. Once framing is 
accomplished, this component operates at the message level, exchanging 
data and control messages. DDCMP is a positive acknowledgment 
retransmission protocol. For each data message correctly received and 
passed to the user, a positive acknowledgment is returned on the link 
notifying the transmitter of th 2 correct receipt of the data message. 
If incorrectly received, the data message is not passed to the user 
and not acknowledged. Eventually, it will be retransmitted. DDCMP 
uses the CRC-16 cyclic redundancy check for error detection. This 
section describes the component parts of the message exchange 
mechanism along with their design characteristics and functions. 

The basic positive acknowledgment r.essage exchange component requires 
the following: 

1. a data message with message number n; 

2. a positive acknowledgment with message number n (ACK) ; and 



It operates in the following manner: 

1. The transmitter puts the next message number n in the data 
message, adds the CRC block check to the message, puts it in 
the required framing envelope, and sends it. When it has 
been transmitted on the link, a timer is started. 

2. The receiver frames and receives the message, checks the CRC 
for errors, and compares the message number with the next 
expected. If the number is correct, the receiver returns a 
positive acknowledgment (ACK) with that number, passes the 
message to the receiving user, and increments the next 
expected number to n+1 (modulo 256) . If the number is in 
error, the message is ignored. 

3. The transmitter follows one of two procedures; 

a. It receives a positive acknowledgment and compares the 
number received with the one expected. If it agrees, the 

PHMIIJIR , transmitter ,,. releases the message, notifies the 



The timer : 



transmitting user of successful receipt, stops the tinier, 

and increments the next message number to n+1 (modulo 

256) . If the acknowledgment does not agree with the 
expected number it is ignored. 

It receives nothing and the timer expires. The 

transmitter initiates error recovery. Various error 

recovery options are available. The ones used in DDCMP 
are presented below. 

1 the message exchange component is keyed to the selection 
i tributary (multipoint) or other station (half-duplex). That is, 
j tne controlling station must wait until a tributary or the other 
| station is selected and transmits before it determines that a message 
| or ACK was not properly received. This makes the timing independent 
| of the selection of stations. 

i This mechanism is adequate for creating a message exchange component. 
! The following additional messages and operational techniques of DDCMP 
i are used to achieve higher performance (via pipelining) and faster 
| error recovery (via error notification) but do not add to the basic 
i integrity of the data transfer mechanisms. 

i 1. Negative Acknowledgment (NAK) . The time-out value (used to 
detect an error when an ACK is not returned) must be long 
enough to account for delays such as propagation, line 
turnaround, local processing of the data message, and the 

I generation of the ACK. Time-out va.'ues might be a few 

seconds while the actual delay may be on the order of a few 

j milliseconds. If the only way to determine an error is to 

i wait for a time-out, undue waste and inefficiency are 

encountered. A negative acknowledgment provides a means for 
more immediate notification of some error conditions. If the 
receiver does not receive the message correctly, it sends a 

! NAK, which triggers the retransmission long before the timer 

I In DDCMP, NAKs are sent in response to cyclic redundancy 

i check errors, but not to wrone message numbers. If the 

receiver gets a message with the wrong number, the message is 
ignored and the time-out condition triggers the transmitter 
to retransmit. If NAKs were sent in both cases, long delays 
could occur under certain timing conditions. 



Reply to Message Number (REP) . 
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CRC check 
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is restarted after sending a REP. If it expires again the 
process is repeated. After some specified number of these 
time-outs, the transmitter will notify the DDCMP user, who 
may declare the link out-of-service. 

Pipelining. The ability to send more than one message 
without waiting for ACKs to each successive message is called 
pipelining. Within DDCMP, messages are numbered from to 
255. This numbering is cyclic (module 256) in that after 
message number 255 the next message number is 0. ACKs aot 
only confirm that the specified message number has been 
received correctly, but that all previous messages with 
numbers between the one acknowledged in the last ACK and the 
one acknowledged by the current ACK (modulo 256) have been 
received correctly. If an ACK message is in error, the 
information lost is automatically included in subsequent 
ACKs, eliminating the sending of REP messages if the ACKs are 
received prior to the expiration of the transmission timer. 
This technique is also used with the REP message, the number 
sent in the REP being the number of the last message 
transmitted. 

Piggybacking. The purpose of an ACK is to convey the message 
number of the last successfully received datamessage. If 
data message traffic is going in both directions, the ACK 
number can be sent piggybacked on or within the frame of the 
message going in the other direction. This technique saves 
separate framing overhead for the ACK. 

ACK implied in NAK. The number referenced in a NAK reply 
identifies the last successfully received message as well as 
noting a received error. So NAK implies that all messages 
prior to the one being negatively acknowledged were received 

Initialization. The method of setting message numbers to 
initial values is called initialization. It is accomplished 
by STRT and STACK messages that reset message numbers to 
zero. It is used initially or after a failure to reset 
number values at both ends. It is designed so that one end 
initialized without the other. 
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j 3.0 INTERFACES 

I This section describes how DDCMP is viewed by a usee of the protoco: 

| and how the physical interface device or driver is viewed by DDCMP. i 

; generic description of the information that must be passed across th< 

i interfaces to the user and the device is presented as an aid foi 

! implementation design. 



| 3.1 User Interface 

! The interface between DDCMP and the user consists of a number of 

! commands to DDCMP and responses from DDCMP. In these commands and 

: responses, the user exchanges data and control information with the 

: protocol. The actual interface mechanism depends heavily on the 

features and capabilities within the operating systems running DDCMP. 

Mechanisms for exchanging this information might include shared 

tables, calls with parameter lists, I/O registers, and interrupt 

Three kinds of information are exchanged in the command/response 

! sequences: (1) data, (2) control information, and (3) error 

information. Data is the user information to be sent or received by 

the protocol. Its description usually consists of a starting buffer 

address and a length or character count, or a chain of addresses and 

counts. Control is information to start and stop the protocol and 

i notify the user of protocol initialization. Error information is 

provided by the protocol for use in determining the physical condition 

: of the link and when maintenance is necessary. DDCMP is totally 

I controlled by the user of the protocol. It is only activated by a 

command request from the user and continues to operate even when large 

numbers of data errors occur on the physical link. It is started, 

stopped, and reinitialized only upon commands from the user. On 

multipoint links, independent command and response sequences are 

maintained between the control station and each tributary on the link. 

The link appears as multiple point-to-point links, one for each 

tributary address. 

'■■ The exact interface between DDCMP and the user depends on the system 
implementation and will vary in the manner in which errors are 
handled. In some systems, the error handling code may be totally at 

; the user level, each error being reported to the user. In other 
systems, the error handling code may be part of the protocol module 
and only persistent errors will be reported to the user. Section 6.0 

; describes the error information recording techniques that may be 

\ employed within DDCMP. 



3.1.1 Commands To DDCMP - The basic commands tc DDCMP are: 

1. Initialize Link. Initialize the protocol ana start the data 



Transmit Message. Give a message to DDCMP for transmission. 
As an option the user may specify that it wishes to send the 
message within the maintenance mode, or the protocol 
implementation may require a separate Maintenance Mode 
Initialization command prior to a transmit request. 

Receive Message. Give an empty buffer to DDCMP for reception 
of the ne>:t sequential message. Alternatively, the user 
might supply a pool of buffers to DDCMP initially, and have 
the protocol select one. In this mode, there will be a 

) they may again 

Return Transmit Buffers. This optional command, which can be 
employed after halting DDCMP, returns outstanding transmit 
buffers to the user. The response to this command would 
include whether they were already transmitted and 
acknowledged, not yet acknowledged, or not yet transmitted. 

Enter Maintenance Mode. This command is an option to first 
change to the maintenance mode before transmitting or 
s mode messages. 



3.1.2 Responses From DDCMP - The responses from DDCMP are: 

1. Initialization on Other En3 = The other end has restarted or 
initialized. This response will halt the protocol. The 
command to restart the protocol on this end will be an 
Initialize Link command. 

2. Initialization Complete. Response to Initialize Link 
command. This response is optional. If it is omitted, the 
reply to a successfully received or transmitted message will 
serve as initialization completion notification. 

3. Message Transmitted. Response to the Transmit Message 
command. The message was successfully received on the other 
end (acknowledged) . 

4. Message Received. The next sequential message was 
successfully received. Either the user buffer specified in 
the Receive Message command will be used, or a buffer will be 

from a pool, if such a buffering technique is employed. 



Optionally, if the message was received in the 
mode it may be so marked, or a separate response may be first 
sent to the user to indicate that the other end is in 
maintenance mode. At that point, the protocol will halt, and 
the user will have to initialize the protocol into the 
maintenance mode before receiving maintenance mode messages. 

Transient Error Threshold Counter Overflow. An error 
threshold counter has overflowed. The protocol will continue 
operation. It must be halted by the user if the user wishes 
to cease operation (refer to Section 6.0, Error Recording). 

Persistent Error. An error has occurred from which recovery 
may not be poss'.ble. Some implementations of the protocol 
may halt operation. Some errors that are classified as 
persistent errors in one system, might be transient errors in 
another. The various types of errors are discussed in 
Section 6.0. 



3.2 Device Driver Interface 

The interface between DDCMP and the line driver includes a number of 
commands and responses used to transmit and receive message blocks to 
and from the link, respectively. The actual interface depends heavily 
on the mechanisms and capabilities available in the I/O structure of 
the system within which this interface operates. It also depends 
heavily on the split of protocol functions between DDCMP and the 
driver. The driver may be very protocol independent ar.d rely on heavy 
interaction with DDCMP for message framing, CRC calculation, and the 
syntactic and semantic interpretation of message fields. Alternately, 
it may embody much of DDCMP including framing, CRC checking, link 
management, and link turnaround. In this mods '' ..,■.._- 
interaction with the semantic or message e: 
Consequently the driver would handle many of 1 
link type and device characteristics, 
capabilities and the split of function: 
characteristics, device requirements, driv* 

interface to other protocols. The interface aescriDea nere lies 
between these two extremes and is presented as an aid to understanding 

Message blocks are usually passed to the driver via a buffet address 
and length (or a chain of addresses and lengths to allow fragmented 
message blocks) . 
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Link and Modem Control. These c 
a physical link to DDCMP. They also control the modem 
signals necessary for proper operation. These signals may be 
implicit in enabling the link (i.e., turn Data Terminal Ready 
(DTR) on) or explicit via modem control commands to allow 
DDCMP to directly control the modem. Typical commands might 

a. Enable link. This commc 



Buffer Management. Received message blocks are passed to 
DDCMP via buffers. The buffers may be (a) individually given 
to the driver via Receive commands or (b) initially allocated 
to the driver in a Set buffers command or the Enable link 
command. In this second mode there must also be a command 
for DDCMP to return the buffers to the driver. On 
disconnection (Disable link command) , the buffers must be 
returned to DDCMP or a buffer pool. 

Transmit a Block. This command passes a block to the driver 
for transmission. The request might include one of the 
following options: (a) proceed with a synchronization 
sequence; (b) end with a pad; (c) calculate CRC; or (d) 
shutdown the transmitter after the message. These options 
depend on the precise division of functions between the 
driver and protocol. 

Receive a Block. This command passes buffers to the driver 
if individual explicit buffers are used. Otherwise, the 
driver might simply queue received blocks to DDCMP using 
buffers from a previously obtained pool (as noted in 2) . 
This command may also request the drive 
reframe the receiver or there may 
Receiver command. 

Set Parameters. If the driver design is protocol 
independent, this command might be included to set such 
parameters as synchronization sequences and the CRC 
polynomial. 
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river issues the following 

> modem signals.- such as Data 

Received Block. The driver passes a received data block to 
DDCMP. Depending on the functional split between the driver 
and DDCMP, the driver may calculate CRC (either in the driver 
or device itself) and pass this status with the block. When 
DDCMP is finished with the buffer it returns it to the driver 
via either (a) a Receive command or (b) a Return Buffer 
command, depending on the buffering scheme used. 

Transmit Complete. The driver will notify DDCMP when a 
previous Transmit a Block command has been completed. 
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4.0 MESSAGE FORMATS 

This section describes the message formats of DDCMP. Data is 
exchanged over DDCMP links between the data source (master) and data 
sink (slave) within numbered data messages. Responses and control 
iTformation are returned from the slave to the master within 
unnumbered control messages. Stations contain both a master and 
slave. For the purpose of exchanging data, the station plays the role 
of master or slave depending on whether it is transmitting or 
receiving the data. It is a distinction used for easy understanding 
and explanation of DDCMP. In reality, data is usually exchanged in 
both directions. In the following explanation only a single direction 
is described. 

Each data message carries a number assuring correct message sequencing 
at the slave. The numbering begins with number one after 
initialization via the STRT/STACK control message sequence and is 
incremented by one (modulo 256) for each subsequent data message. Th3 
slave always acknowledges the correct receipt of data messages by 
returning the message number as a response either in the response 
field of numbered data messages going in the reverse direction, or, in 
an ACK unnumbered control message. For efficiency, an acknowledgment 
of the data message with number n implies an acknowledgment of all 
data messages sent up to and including data message number n. 
Retransmission is used to recover from errors. The error recovery 
mechanism uses timeouts and NAK and REP control messages to 
resynchronize and cause retransmission if required. All messages also 
include station addresses and link control flags for use on multipoint 
and half-duplex channels. 



Notation 

following notation is used to describe the messages: 

Field (length) : coding = description of field 

Field = the name of the field being described 

length = the length of the field as: 

(2) a number followed by a B meaning the number 

coding = the representation type used: 

B = Binary 

BM = bit map (each bit has independent meaning) 

Null = interpretation data dependent 

i separate messages that have the identical name are t\ 



.eld and i 
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I representation unless otherwis 

j All header fields and bytes c 

| least-significant bit first 

j specified. 



1.2 Data Messages 



>ver DDCMP links. The format 



!SOH 'COUNT! FLAGS ! RESPINUM! ADDR! BLKCK1 ! DATA! BLKCK2 ! 



S0H(1) : C = 
COUNT (14B) : B = 



• quick sync 
notify th. 
will not 

message 



flag (QSYNC flag), used to 

ie receiver that the next message 

abut this message and 

lization should follow this 

The quick sync flag reduces the 

sync sequences on synchronous 



« select flag (SELECT flag) , 
transmissi< 
half-duple: 



i multipoint and 
links. Reverses link 
i half-duplex links. Invites a 
tributary to send and signals end of 
tributary selection on multipoint links. 
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I DDCMP Spec/4.0 - 121 



| MESSAGE FORMATS 



NOTE 

COUNT and FLAGS form a 2-byte quantity. The first 
byte contains the 8 low-order bits of the COUNT. 
The second byte contains the 6 high-order bits of 
the COUNT, the SELECT flag the highest order or 
most significant bit of the byte, and the QSYNC 
flag the next bit in the byte. 



! RESP(l) : B = 



; NUM(l) : B = 
| ADDR(l) : B » 



; BLKCKK2) : B = 



the response number. It is used to acknowledge 
correctly received messages (the piggybacked ACK) . 
It is the number of the last consecutive correctly 
received message received from the addressed 
station by the station transmitting this message. 
It implies that all unacknowledged messages 
between the one acknowledged in the last RESP 
field received and the one acknowledged by this 
RESP field (modulo 256) , have been received 






It i 









the 



It is used t 
ibutary stations c 
on point-to-poir 



the station address field, 
designate the address of t 
multipoint links. Stations 
links use the address value 1. 



the block check on the numbered message header. 
It is computed on SOH through ADDR using the 
CRC-16 polynomial (X"16+X"15+X*2+l) . BLKCK1 is 
initialized to zero prior to computation and 
transmitted X*15 bit first. On reception the 
inclusion of BLKCK1 in the computation v '"' 






CRC 



for 



descriptic 



5 exist, 
of CRC 



j DATA (COUNT) 



BLKCK2(2) : E 
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the numbered message data field. This field is 
totally transparent to the protocol and has no 
restrictions on bit patterns, groupings, or 
interpretations. The only requirement is that it 
contain the number of 8-bit bytes specified in the 
COUNT field. 

the block check on the data field. It is computed 
on the DATA field only using the polynomial and 
A ^ch^jgue described above for BLKCK1. 



4.3 Control Messages 

Unnumbered control messages carry channel control information, 

transmission status, and initialization notification between the 

protocol modules themselves. The individual fields are specific for 

each type of control mjssage. Control messages have the following 
general form: 

! ENQ! TYPE I SUBTYPE ! FLAGS ! RCVR! SNDRl ADDR! BLKCK3 ! 



ENQ(l) : C = 
TYPE(l) : B = 
SUBTYPE (6B) : B 

FLAGS (23) : BM = 
RCVR(l) : B = 



the subtype or type modifier field. It provides 
additional information for some message types. 
Its use is specific for each message type. 



eceiver field. It is used to 
i the data message receiver or 
data message sender or master 
is specific for each control 



SNDR(l) : B = 



ADDR(l) : B - 



control message sender field. It is used 
» information from the data message sendet 
:er to the data message receiver or slave. 

is specific for each control message type. 



BLKCK3(2) : B = 



the block check on the control message. BLKCK3 is 

computed on fields ENQ through ADDR using the 

polynomial and technique described for numbered 
data message BLKCK1 (See Section 4.2). 
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The common fields in data and control messages are in the same 
position relative to the beginning of the message. The two types line 

!SOH! COUNT !FLAGS!RESP ! NUM! ADDR1BLKCK1 !DATA!BLKCK2 ! 
!ENQ!TYPE ! SUBTYPE I FLAGS I RCVR ! SNDR! ADDR1BLKCK3 ! 



4.3.1 Acknowledge Message (ACK) - The ACK message is used to 
acknowledge the correct receipt of numbered data messages. It conveys 
the same information as the RESP field in numbered messages and is 
used when acknowledgments are required, and when no numbered messages 
are to be sent in the reverse direction. The form of the ACK message 



!ENQ!ACKTYPE!ACKSUB! FLAGS 1RESP! FILL! ADDRIBLKCK3! 



ENQ(l) : C = 
ACKTYPE(l) : C = 
ACKSUB(6B) : C = 



i(2B) 



FILL(l) : I 
ADDR(l) : 
BLKCK3(2) 



BM = 



the control message identifier. 

the ACK message type with a value of 1. 

the ACK subtype with a value of 0. 

the link flags. 

the response number used to acknowledge 
received messages. It is the same as 
for numbered data messages (See Section 

a fill byte with value 0. 

the station address field. 

the control message block check. 
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s Acknowledge Message (NAK) - The NAK message is used to 

irmation from the slave '-..r data receiver) to the master 

The error reason ia included in the subtype field. 

Lso includes the same information as the ACK message, 

) functions: acknowledging previously received 

:ifying the master of some error condition. The form 



i ENQ! NAKTYPE t REASON! FLAGS ! RESP! FILL! ADDR! BLKCK3 ! 



| where: 

; ENQ(l) : C = 

j NAKTYPE (1) 

! REASON (6B) 



FLAGS (2B) : 1 

; RESP(l) : B 

; FILL(l) : C 

! ADDR(l) : B 

BLKCK3(2) : i 



the control message identifier, 
the NAK message type with a value of 2. 
Identifies the 



ison for the NAK. 
Error usually due t 
Value and Reason 






= header block check error (data message 
BLKCK1 or control message BLKCK3) . 

= data field block check error (data 
message BLKCK2) . 

=■ REP response. 



computer/interface: 



Error usually due t 

Value and Reason 

8 = buffer temporarilj 

16 - message too long. 

17 = message header foi 



the response number used to acknowledge correctly 
received messages. When used in a NAK message 
usually implies some error in a message with 
number RESP+1 (modulo 256) or beyond. 

a fill byte with a value of 0. 

the station address field. 

the control message block check. 
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1 4.3.3 Reply To Message Number (REP) - The REP message is i 

i request received message status from the slave or data recei\ 

j is usually sent when the master has transmitted data messages ; 

| not received a reply within a timeout period. The response t 

' is either an ACK or NAK depending on whether the slave Has or t 

! received all messages previously sent by the master. The fori 

| REP message is: 



!ENQ!REPTYPE!REPSUB! FLAGS !FILL!NUM!ADDR!BLKCK3 ! 



! ENQ(l) : C = 

! REPTYPE(l) : C = 

REPSUB(6B) : C = 
; FLAGS (2B) : BM = 

FILL(l) : C = 
: NUM(l) : B = 



ADDR(l) : 
BLKCK3(2) 



the control message identifier. 

the REP message type with a value of 3. 

the REP subtype with a value cf ... 

the link flags. 

a fill by_e with a value of 0. 

the number of the last sequential numbered data 
message (not including retransmissions) sent by 
the master. This is compared against the number 
cf the last sequential message received by the 
slive anJ results in either an ACK being returned 
if they agree or a NAK if they do not. The NAK 
will contain the number of the last sequential 
message that was received. 

the station address field. 

the control message block check. 



4.3.4 Start Message (STRT) - Tiie STRT message is used to establish 
[ initial contact and sychronization on a DDCMP link. It is used only 

on link startup or reinitialization. It operates with the start 

acknowledge message STACK described below. The start sequence resets 
: message numbering at the transmitter and addressed receiver. The form 

of the STRT message is: 



!ENQ!STRTTYPE!STRTSUB! FLAGS! FILL! FIIL1 ADDRIBLKCK3 ! 



ENQ(l) : C » 
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•ssage identifier 



I 

1 

STRTTYPE(l) : C = 


the STRT message type with a value of 6. 


1 STRTSUB(6B) : C « 


the STRT subtype with a value of 0. 


i FLAGS (2B) : C = 


the link flags. For STRT, both flags are ones 
(flag value of 3) . 


FILL(l) : C = 


a fill byte with a value of 0. 


! FILL(l) : C = 


a fill byte with a value of 0. 


ADDR(l) : B = 


the station address field. 


1 BLKCK3(2) : B = 


the control message block check. 




%. 


4.3.5 Start Acknowledge Message (STACK) - The STACK message is 

returned in response to a STRT when the station has completed 

; initialization and reset message numbering. The form of the STACK 


IENQ1STCKTYPE 


1 STCFSOB ! FLAGS ! FILL ! FILL ! ADDR! BLKCK3 ! 






I where: 




ENQ(l) : C = 


the control message identifier. 


STCKTYPE(l) : C = 


the STACK message type with a value of 7. 


STCKSUB(6B) : C = 


the STACK subtype with a value of 0. 


FLAGS (2B) : C = 


the link flags. For STACK, both flags are ones 
(flag value of 3) . 


; FILL(l) : C = 


a fill byte with a value of 0. 


FILL(l) : C = 


a fill byte with a value of 0. 


ADDR(l) : B = 


the station address field. 


: BLKCK3(2) : B = 


the control message block check. 
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4.4 
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or the'n 



The DDCMP protocol operates in two b, 
normal running mode and (2) off- 
'previous messages and operation d 
off-line or maintenance mode may be 
and simple operating procedures s 
loading, or dumping. It provide 
DDCMP framing, link management, and 
does not include any error recovery, retr. 
sequence checks. All these functions, if nece: 
the user of this mode within the data field, 
is similar in format to the data message 



mode. The 



used fot 



> CRC c 



asic diagnostic 
otstrapping, t 
rvelope compati 



The maintenj 



IDLE! COUNT! FLAGS! FILL! FILL! ADDR1BLKCK1! DATA! BLKCK2! 



DLE(l) : C = 
COUNT (14B) : B = 



144 (222-octal). 

the byte count field, specifies the number of 
8-bit bytes in the DATA field. The value zero is 



FILL(l) : 
FILL(l) : 
ADDR(l) : 
BLKCK1 (2) 



a fill byte with a value of 
a fill byte with a value of 
the station address field. 



DATA (COUNT) 
BLKCK2(2) : E 



i data field. 



of COUNT 8-bit byte 



the block check on the DATA field only. Same 
described f->r numbered data messages (See Seel 
4.2). 
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; 5.0 OPERATION 



The process of locating the beginning and end of a 
message. It may involve bit, byte, and message 
synchronization. Once framing is accomplished the 
protocol operates at the logical message level, 
both sending and receiving message blocks. 



i Link Management 



Message Exchange 



The process of controlling 
reception on links conr 
transmitters and/or receive 
channel. This is tri 
multipoint links. There 
mechanism for the proper 
data and for only one ti 

The process of transferring 
sequentially and without ui 

positive acknowledgment retr 

returning an indication to the tr. 
message that has been successfull: 






of framing were presented in Section 2.5. 
the specific details of framing for each lii 
ates. Framing occurs at the bit, byte, and r 



; standard. 



handled by the modems and interfaces, and : 



5.1.1 Byte Framing - This 
byte sequence so that bit! 
Byte framing differs for < 
procedures for asynchroi 
provided below. 



process entails framing on the proper 8-bit 
may be grouped into meaningful 8-bit bytes, 
ach type of link employed. The byte framing 
jus, synchronous, and parallel links are 



1. 
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Asynchroi 
links u: 
asynchroi 

between bytes 

steady state. 



; Links 
I 8-bi 



DDCMP operates 



bytes 
tha 



Byte framing i 
has no fixed 



When byt< 
Jhen there is no byte flow the lii 
This steady state is called the 
state, or Z condition and by 



binary 1 condition. For sending a byte (or 8 bits) over the 
line, the framing technique used is based on a start and a 
stop bit placed at each end of the byte. 

The presence of the start bit is recognized by the receiving 
computer as a change from the 1 to state. This change (a) 
starts the receiver sampling the line at preset timing 
intervals and (b) tells the receiver that the next 8 bits 
will be the data byte followed by a ninth bit, the step bit. 
An important consideration is that there is no framing until 
the start bit is received for each byte. 

A potential problem on asynchronous links is that framing may 
be lost during the transmission of multiple abutting bytes 
(i.e., where the next start bit immediately follows the 
preceding stop bit). If the receiver shifts in bit timing, 
it may time its search for a start bit at the exact interval 
when a data bit with the same value as the start bit is 
received. The receiver would then think that the next eight 
bits were data, look for the stop bit, and wait for the next 
start bit to reframe. The error will be caught by the block 
check for the current message but may lead to misframing and 
missing the next message if uncorrectej. 

The solution to synchronization on c 

specifies that the transmitter must, eitt 

byte DEL (value 255. or 377 octal) or id] 

bit times when resynchronization is requii 

will guarantee proper byte framing for the 

receiver. The receiver does not look for 

causes proper framing on the next byte. If the DEL is 

received, it is ignored when resyncing. On asynchronous 

links bytes always abut due to their independence from each 

other in time. So resynchronization is required only for 

error recovery and is not required preceding messages where 

the link has just been idle for some time. 

Synchronous Links. DDCMP operates on serial synchronous 
links using 8-bit bytes. Bit timing is provided by the modem 
or superimposed on the data signal. On synchronous links, 
byte framing is established by searching for a unique 8-bit 
pattern or sequence in the bit stream. Once this is found 
every 8 bits forms the next byte. This pattern is called the 
SYN byte (value 150. or 226 octal). The receiver must 
locate and lock on to a sequence of two consecutive SYN bytes 
to achieve byte synchronization. The transmitter must send 
four or more SYN bytes to allow for the loss from 
missynchronization and hardware interface constraints. 
Additional SYN bytes are passed over on receive while 
searching for the first non-SYN byte. This sequence of 4 or 
more SYN bytes is the synchronous synchronization sequence. 

bytes is determinate, messages must 
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immediately follows the last byte of the current message with 
no intervening time) or byte ^framing is assumed lost 
following the end of the current message. The next message 
must reestablish or resynchronize byte framing at the 
receiver. This resynchronization requires the next message 
to be preceded by a synchronization sequence. On some 
communication interfaces (usually block-oriented or DMA type) 
received data may be buffered in the device and by the time 
the software driver determines that the next message does not 
abut, the device may have buffered many bytes further ahead 
on the link. Therefore, on synchronous links, a long 
synchronization sequence is required when messages do not 
abut to account for the potential buffering in the interface. 
This value is the number passed over or buffered by the 
device plus 4 more fcr resynchronization. Current devices 
and programming techniques l.ave set the long sync sequence to 
8 or more SYN bytes. This allows for 4 bytes of buffering in 
the device followed by the 4-byte SYN sequence. A feature 
has been included in DDCMP that can be used to reduce the 
length of this sequence and improve efficiency of the 
protocol. This is implemented via the QSYNC or quick sync 
flag present in all messages. 

If set in a message, the QSYNC flag notifies the receiver 
that the next message will not abut and the synchronization 
sequence preceding the next message may be the short 
sequence. When the transmitter knows the next message will 
not abut the current message, it may set the QSYNC flag. The 
receiver seeing this may set resynchronization on the device 
immediately following the current message without looking 
ahead into the next message (and possibly requiring a long 
synchronization sequence due to device buffering). This 
allows the receiver to sync on a short sequence. A long 
sequence may always be used; the additional sync bytes are 
simply ignored. 

Parallel Links. If the transmission rate over the link is a 
multiple of 8 bits, then byte framing is inherent on the 
link. If the transmission rate is a multiple of some other 
number of bits, then other means must be sought to achieve 
byte framing. Such a way is not currently specified by this 



5.1.2 Message Framing - Message framing is achieved by searching for 

one of the three starting message bytes SOH, ENQ, or DLE. One of 

j these bytes must appear immediately after the byte framing sequence or 

i immediately after the previous message's last byte (if abutting). If 

', these bytes do not appear at the receiver in the proper location, then 

the next message will not abut and byte framing is assumed lost. Once 

: these starting bytes is found, the end of the message is 

ained by a single set of rules for all link types: 
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1. If the starting byte is SCH or DLE then: the next 5 bytes 
will complete the message header, followed by 2 bytes of 
header block check (CRC) , followed by COUNT bytes of data 
(where COUNT is the 14-bit field following SOH or DLE), 
followed by 2 bytes of data block check. 

2. If the starting byte is ENQ then: the next 5 bytes will 
complete the message, followed by 2 bytes of header block 

The data field is totally transpare.it. No pattern searching is done 
once the starting byte is found. If the header CRC is in error the 
: framing stops and resynchronization will occur (see section 5.3, 
Message Exchange). If the station is a multipoint tributary and the 
ADDR in the header does not match the station address the tributary 
still tracks the message by framing it (see section 5.2, Link 
Management) . 



In some cases, where errors caused by t 
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removed or added, the performance of the CRC block cl 
good as in cases of simple bit changes. To increase the error 
detection capability in these cases, the following additions should be 
made to the techniques descr ibed^above (synchronous only): 

Transmission - Whenever idling the link, ensure that the transmission 
ends with 8 or more 1 bits (DEL bytes). This is a restriction on the 
optional leader preceding a sync sequence separating messages, and on 
the trailer, before shutdown, where the modem may require 2 or more 
; DEL bytes. 

Reception - (Optional to achieve better detection capability). After 
receiving the end of a data message with a valid CRC, do not process 
until one more byte is received. Discard the message (treat as a data 
CRC error) if this byte is not either: DEL, SYN, SOH, ENQ, or DLE. 



1. Initially on receiver 
multipoint operation or 
section 5.2, Link Manager! 
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i The receiver should track the link as much as possible and only 
! resynchrunize when synchronization may have been lost. This will 
I increase the efficiency in receiving abutting messages and reduce the 
i chance of synchronizing on a false message inside a data message (the 
; aliasing problem) . 



5.1.3.2 Transmitter Synchronization - The transmitter will set 
synchronization sequence prior to transmitting messages undei 
following conditions: 

following 
i changing the ADD! 
» mode only - they a. 



6. Preceding all 
synchronization 
the other condit 


control (ENQ) messages except ACK. 

sequence will also precede an ACK if one c 
:ions is satisfied. 


7. Preceding all ma 


lintenance mode (MAINT) messages. 


8. Preceding all messages with the SELECT flag on (see sectic 
5.2, Link Management). 


9. Preceding the ne 


>xt message if a hardware/driver error (e.g. 
while transmitting the current message. 


The transmitter should 
believes synchronizatior 
Preceding every message v 
the protocol but will rec 


send a synchronization sequence when i 
i may have been lost at the receiving enc 
lith a a synchronization sequence is legal 
luce the potential overall efficiency. 
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5.1.3.3 Synchronization Rules - Table 5-1 



Table 5-1. 



sitter - Send an all ones byte o 
link for a 10 bit tim. 
Not required on initial 
link turnarounds. 

rer - Search for 2 adjacent 

Strip any more abutting 

jitter - Send short sequence if: 

1. Initial message 

2. QSYNC set in previo: 

Send long sequence if: 

1. QSYNC not set in 
message (not initia 



Message Framing 



Header = 5 bytes 
CRC = 2 bytes 
Data = COUNT bytes 
CRC = 2 bytes 



— nended short synchronization sequence is 4 or more 

SYN bytes. 

The recommended long synchronization sequence is 8 or more 
SYN bytes. 

In response to a NAK, to assure that a receiver is in the 
refraining mode and has not already framed on an erroneous 
message, the transmitter may optionally increase the 
synchronization sequence to: 

a. 8c- more all ones bytes (DEL bytes - 255.) for the 
asy nronous mode. 

b. IB or more SYN bytes (150.) for the synchronous mode. 

A simple implementation may precede all messages with a sync 
sequence. It may also always send a long synchronization 
sequence, at some cost in time and efficiency, since extra 
SYN bytes are ignored. 

If modems and/or interfaces require PAD sequences to clear 
them and to assure transmission of the last message byte 
prior to transmitter shutdown they should use all ones bytes 
(DEL bytts - 255.) for synchronous and asynchronous modes. 



5.2 Link Management 

Link management is the process of controlling the transmission and 

and/or receivers actively connected to the same signal channels. This 
will be true of half-duplex, point-to-point links, as well as full- 
and half-duplex multipoint links. On half-duplex links, only one 
transmitter may be active at a time; on full-duplex links, only one 
transmitter may be active in each direction on the link at a time. 

A station on such a link may transmit when it has been selected or 
granted ownership of the link. This ownership is passed by use of the 
SELECT flag existing in all messages. A SELECT flag set in a received 
j message allows the addressed station to transmit after completing 
| reception of the message. The SELECT flag also means that the 
i transmitter will cease transmitting after the message is sent, if this 
i is necessary for the proper operation of the link type. The process 
j of receiving a valid SELECT flag and transmitting is called selection. 
i The interval between receiving the SELECT flag, transmitting, and 



terminating selection by sending a SELECT flag is called the selection 
interval. A SELECT flag may be sent and received in any DDCMP 
message. If there is no message tc send and a SELECT flag needs to be 
transmitted, the ACK message is used for sending the flag. A 
selection timer is used to detect a lost SELECT flag. It is started 
when a station is selected and reset when valid messages are being 
received. If it expires, no message was received for a timer interval 
and it is assumed the messages with the SELECT flag set were either 
transmitted or received in error. 

The length of a selection interval depends on the response and 
throughput considerations of a particular implementation or system. 
When a station is selected, it should limit the length of the 
selection interval to some maximum period, either: a) by using a 
timer to time the length of the interval, b) by using a counter to 
count the number of bytes transmitted, or c) by limiting the number of 
data messages transmitted during the selection interval. If no 
explicit limit is implemented for half duplex point-to-point and 
multipoint stations, transmissions will eventually cease due to 
uacknowledged data messages exhausting buffer capacity or sequence 
numbers. If no explicit limit is implemented for full-duplex 
multipoint stations, the selection interval might never terminate, 
since messages may be acknowleged as other messages are being 
transmitted. Therefore full-duplex multipoint stations must have an 
explicit limit to their selection interval. 

tr more receivers on a link (multipoint) the ADDR 
address the tributary stations. A multipoint 
configuration consists of a single control station and a number of 
tributary stations. In a poir c-to-point configuration both stations 
are considered control stations. Address "1" is used in the ADDR 
field on point-to-point links. Addresses 1-255 are used to address 
tributaries on multipoint links and appear in the ADDR field of all 
messages both co and from tributaries. Address "0" is reserved. A 
tributary will only accept messages that contain its address (after 
CRC checks) and will ignore all others. Only SELECT flags set (i.e. 
on) in messages with the matching tributary address are accepted as 
selecting the addressed station. The SELECT fiag is always set in 
STRT, STACK, and MAINTENANCE messages for all link types. The 
start-up procedure and maintenance mode operate in the half-duplex, 
single message at-a-time mode for consistency on all ^ink types. 



5.2.1 Link Management On Full-Duplex Point-To-Point Links - There is 
effectively no link management on these links. Both stations are 
control stations an3 always selected. The address value 1 is used in 
the ADDR field of all messages. The checking of this address is 
optional on reception. For all messages other than STRT, STACK, and 
MAINT, in which the SELECT flag is set, the SELECT flag is optional in 
the full-duplex point-to-point mode and is essentially ignored. That 
is, it may be optionally set on transmission but is not checked on 



5.2.2 Link Management On Half-Duplex Point-To-Point Links - As in the 
full-duplex mode, both stations ace control stations and use the ADDR 
value 1. Checking of this on reception is optional. Stations 
transfer control back and forth by use of the SELECT flag. A station 
setting the SELECT flag in a message invites the other station to 
transmit and will shut down its transmitter at the end of the current 
message after sending a number of DEL pad bytes appropriate to the 
modem and circuit. A station receiving a valid mersage with the 
SELECT flag set will transmit after completion of reception of the 
current message. The station ends its selection interval with the 
SELECT flag set in its last message transferring control back to the 

When a station sends a SELECT it starts a selection timer. The 
selection timer is stopped and restarted when a valid data message, 
maintenance message, or control message is received; or when 
resynchronization occurs at the receiver. See the message exchange 
section for the description of a valid message. The purpose of the 
selection timer is to detect a lost SELECT flag either to or from the 
other station. It also serves to detect a loss of data signal partway 
through a message that may not be detected by other components of the 
system (e.g. loss of signal on an asynchronous link after receiving 
part of the data field of a message) , preventing deadlocking of the 
protocol due to a link failure. If no message is received when the 
timer expires, the station assumes the message sent with the SELECT 
flag was received in error or the message sent by the other station 
which contained the return SELECT was in error. The station assumes 
ownership cf the link and transmits as if it had received a valid 
SELECT return. When a station is selected and transmitting, its 
selection timer is not running. The timer value should be different 
at both stations to avoid a deadlock race condition. The value of the 
timer must include such factors as maximum message length, sync 
sequence lengths, link speed, link turnaround time, and processing 
delays. The selection timer detects the loss of the SELECT flag by 
timing the interval it takes to receive the longest message from the 
other station. It is reset after every message is received. Typical 
values might be on the order of a few seconds. To avoid excessive 
overhead, (when there is no data traffic) of constantly turning the 
channel around and selecting the other station, a station can delay 
replying to a selection for a short period of time (typical value 
would be 10-20% of select timer value) . The decision to do this and 
the value of the delay is based on such factors as: response time 
requirements, message queuing delays, turnaround time, and the 
duration of the selection timer. 



Link Management On Full-Duplex Multipoint Links - DDCMP 
ts configurations with a single control station and up to 2! 
:aries. Messages are only exchanged between the control static 
:he tributaries. There is no direct tributary to tributai 
c. The tributaries use address values 1-255. These address* 
used in the ADDR field in messages sent both to and frc 






Transmission from the control station to any tributary can be 
simultaneous with transmission from a selected tributary to the 
control station. The control station must maintain separate error 
counters, starting sequence and state transition logic, and data 
message number sequences for each active tributary. The message:, 
transmitted to a g'iven tributary are independent of the messages sent 
to any other tributary. A tributary is only allowed to send after it 
receives a message addressed to it with the SELECT flag on from the 
control station. The control station is allowed to send data messages 
(with SELECT off) to either the tributary it has just selected or to 
any other tributary. The control station is allowed tc transmit 
continuously. A message and associated SELECT flag sent to a 
tributary are valid only if the data message header CRC, maintenance 
message header CRC, or control message CRC checks and the ADDR field 
matches that of the tributary. 

lelection timer to recover from messages 
been transmitted or received in error. It 
; the same as in the half-duplex, point-to-point case. The 
triDutaries have no timer and wait to be selected again after ending a 
selection interval. 
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messages received by the 
tributary, the SELECT flag on is valid if the header CRC and ADDR 
check even if the data CRC is in error. The tributary must wait, 
however, until the entire message is received before starting 



Tributary stations track all messages on the link by framing them and 
accepting only those with matching addresses. They resync 



rith CRC <■ 



ate in the same way as the full-duplex m'-ltipoint links except 
the control station must cease transraittinc when it selects a 
utary. It regains control only when (1) it receives a SELECT flag 
i the addressed tributary or (2) the selection timer expires. The 
rol station will operate in the same manner as the half-duplex 
it-to-point control station does, except that the ADDR field 
esses one specific tributary :atner than the only other station on 
link. The tributary stations will operate as if they were 
-duplex tributaries, except, they do not receive while 



Table 5-2. 



Full-Duplex - Always select 

Point-to-Point - Uses ADDR = ] 

Control Station - Checks ADDR c 



Half-Duple> 
Point-to-Pc 
Control Sta 



- SELECT flag set (on) in STRT, STACK, ar 
MAINTENANCE messages 

- SELECT flag ignored in other messages (m; 
be set but not checked on receive) 

- No selection timer 


- Selected alternately 

- Uses ADDR = 1 

- Checks ADDR on receive (optional) 

- SELECT flag turns link around and selec! 
other station 

- SELECT flag set (on) in STRT, STACK ai 
MAINTENANCE messages 

- Selection timer used by both stations. 


Selection time] 


r rules: 


Start when send: 
station. 


ing SELECT to select oth< 


Stop and restart when a valid data mt;ssag< 
maintenance message, or control message : 



Table 5-2. Link Management Summary i 
SUMMARY 



3. Stop and restart 



Full-Duplex - Always selected 

Multipoint - Uses tributary address in ADDR field 

Control Station (1-255) 

- Checks for proper tributary ADDR on receive 

- SELECT flag set (on) in STRT, STACK, and 
MAINTENANCE messages 

- Start selection timer when selecting a 
tributary 

- Timer operates as indicated for Half-Duplex 
Point-to-Point mode 

- Select another tributary when SELECT is 
received or selection timer expires 

i Full-Duplex - Selected on receipt of SELECT where CRC and 

Multipoint ADDR checks 

] Tributary Station - Ends selection with SELECT set in last 

- Uses its own address in ADDR field 

- Accepts received messages with matching 
ADDR. 

- SELECT flag set in STRT, STACK, and 
MAINTENANCE messages. 

- No selection timer for tributaries 

Half-Duplex - Selected alternately with tributaries 

Multipoint - Use tributary address in ADDR field 

Control Station - Checks for proper tributary ADDR on receive 

- SELECT flag set in STRT, STACK, and 
MAINTENANCE messages. 

- Selection timer used when selecting a 
i tributary (same as for full-duplex 
I multipoint control stations) 
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c Management Summary 



Half-Duplex - Same as Full-Duplex Multipoii 

I Multipoint station except that it does 

i Tributary Station while transmitting 



1 5.3 Message Exchange 

Once framing and link management have been handled, messages are 
exchanged by the DDCMP processes to create a protocol that ensures the 
sequentiality and integrity of data sent via DDCMP. The basic 
concepts of this exchange were presented in section 2.5 Functional 
Organization. This section presents the details of that message 
exchange mechanism. 

Before discussing the actual .sage exchanges, three concepts must 
first be presented: (1) Initialization, (2) Reply Time-outs, and (3) 
Valid messages. 



5.3.1 Initialization - DDCMP can be operated in two modes: (1) the 
on-line or running mode and (2) the off-line or maintenance mode. The 
on-line mode creates the sequential error-free link. The off-line or 
maintenance mode provides a block check on the data, DDCMP framing, 
and link management procedures. The on-line mode is entered via a 
DDCMP start sequence. This startup or initialization resets the 
message numbering, clears out any outstanding messages and prepares 
for the start of data message transfers. The start sequence is 
designed so that both stations must enter the start sequence before 
either station can complete the sequence and the message exchange can 
commence. Startup or restart is initiated by the user of DDCMP when 
it first starts up, on a fatal error, usually on a persistent error, 
and wherever else restarting is appropriate (See Section 6.0, Error 
Recording). DDCMP does not initiate startup itself. 



Reply Time-outs - A necessary component of DDCMP 
iut. The replies to some transmitted messages at 
is no response within a time-out interval the exp ; 
triggers some action. The time-out is necessary t 



mm 



DDCMP Spec/. 


4.0 - 121 REV. A 


Page 44 


OPERATION 






the other 




ring a selection 


interval and if no proper response is received before ' 


the end of the 
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int links, where the other station i£ alwa 
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clock is i 


used as the timer. On the other link configurations, the 




terval is set to be one selection interval , 


and expires at 


the end o 


f the next selection of the other statioi 


n. A station is 


given one ii 


nterval to reply. A more detailed desci 


tiption of the 


selection process is given in section 5.2, Link Managei 


nent. 


Reply timer 


interval: 
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imer controls the maximum period a sta 


tion will wait 




nding a message and receiving a proper 






r recovery action. The timer interval fo 


r each station 


type is as 


follows: 




a. 


Point-to-Poir.t 






Full-duplex: uses a real clock. The clock period is the 










It must include link delays, turnaround. 


processing and 




message transmission times. A typic, 


al value is 3 




seconds. 






Half-duplex: next selection interval. T! 


he other station 






to respond. The 




other station is selected, it transmits ( 


if it received 




the selection correctly) , and selection 


is ended (by the 




other station sending a select or by the 


selection timer 




expiring). If the proper reply is not 






interval the reply timer is assumed to ha 


ve expired. 


b. 


Multipoint 






Full-duplex-Control Station: Next com 


plete selection 
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interval. A tributary is given at least one complete 
selection interval in which to reply. For messages 
transmitted to a tributary which is not selected, 
operation is as described for half-duplex point-to-point 
(see above). For messages transmitted to a tributary 
which is selected, the tributary is expected to reply 

than prior to the ending of the current interval. That 
is, a reply timer started during a selection interval 
does not expire until the end of the next selection 
interval, not the current interval. 

before the next 
ration expects the control 
tatior. to reply in the interval starting with the 
ributary sending the message requiring the reply, 
ompleting the current selection, and ending with the 
r,ibutary. being selected again by the control station. 



The message that selects the tributary again is included 
in that interval and may contain the valid reply. If 
I there is no proper response within that interval between 

I selections the tributary assumes the timer has expired. 

Half-duplex-Control t tion: the next selection 
I interval. Same as described above for half-duplex 

\ point-to-point stations. 

Half-duplex-Tributary station: before the next 
selection. Same as described above for full duplex 
multipoint tributary stations with the addition that the 
reply cannot be received before ending the current 
selection due to the half-duplex mode. 

; Only point-to-point full-duplex control stations use a real clock; 

: all others key reply time-out to a selection interval as indicated. 

'-. Half-duplex and multipoint control stations use a real clock to time 
the selection interval. Tributary stations have no clock and rely on 
the control station for timing intervals (selection) . 



a. Good block checks (header and data). 

b. V^lid message TYPE and SUBTYPE - control messages. 

c. Matching ADDR for multipoint stations. 
Optionally, a station may check for: 

a. FILL fields for being zero. 

b. ADDR=1 for point-to-point stations. 

Multipoint tributary stations must ignore messages with header block 
\ check errors, due to the uncertainty of the ADDR field, and rely on 
; time-outs for recovery. Control stations (point-to-point and 
! multipoint) may process messages with header block check errors (e.g. 
; reply with a NAK) , as they would process messages with data block 

ire described in 



i.3. 4 Message Exchange Variables And Stat 

ind variables are used in the messag 

lescriptions. On multipoint links, there is a set of states t. 

'ariables for each control station - tributary station pair. 

mltipoint link appears as multiple point-to-point links operating 

i single physical channel. Arithmetic and comparisons between the 

rariables are always modulo 256. 



5.3.4.1 Data Variables - 

R - the number of the highest sequential data message received at this 
station. Sent in the RESP field of data messages, ACK messages, 
and NAK messages as acknowledgment to the other station. 

a message transmitted by 
of REP messages. N is the 
number assigned to the last user transmit request which has been 
transmitted (sent in the NUM field of that data message) . 

A - the number of the highest sequential data message that has been 
acknowledged to this station. Received in the RESP fiel'd of data 
messages, ACK messages, and NAK messages. 

T - the number of the next data message to be transmitted. When 
sending new data messages T will have the value N+l. When 
retransmitting T will be set back to A+l and will advance to N+l. 

X - the number of the last data message that has completed 
transmission. When a new data message has been completely 
transmitted X will have the value N. When retransmitting and 
receiving acknowledgments asynchronously with respect to 
transmission, X will have some value less than or equal to N. 

Other variables are as defined in the message format section and refer 
., ACX(RESP=0) refers to the RESP 
5) • 

Relationship of data variables (modulo 25fi. arithmetic): 

A <= N The data message numbers from A+l to N are the current 
unacknowledged data messages. ACKs within this range 
are valid and accepted. ACKs outside this range are 
ignored . 
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The last data message transmitted is always less than 
or equal to the highest sequential data message 
transmitted (N) and may be less than the highest one 
acknowledged (A) due to retransmissions and the NAKing 
of control message CPC errors. 



. 5.3.4.2 Control Flag Variables - 

; Th^ie flags control the sending of DDCMP control messages. They are 
; indicators specifying which control messages to send when the 
■ transmitter is idle. 

SACK - so.->d ACK. This flag is set when either R is incremented, 
meat.ing a new sequential data message has been received which 
requires an ACK reply, or a REP message is received which 
requires an ACK reply. The SACK flag is cleared when sending 
either a DATA message with the latest RESP field information, 
an ACK with the latest RESP field information, or when the 
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It is desirable for DDCMP implementations to implement the sending of 

control messages via the use of these control flags. Events that 

require control messages to be sent will overwrite previous events, 

for which the control messages have not yet been sent, and only the 

i necessary control messages will be sent. Ir. general, this will 

] increase the performance of DDCMP by elimina ing the sending of 

\ unnecessary control messages which add to protocol overhead and may 

i result in unnecessary retransmissions. It is only necessary to have a 

j single ACK or NAK, and/or a single REP marked for transmission with 

; the latest information. A station when selected to transmit must send 

I all pending control messages (i.e., clear all pending control flags) 
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It is also possible to implement the sending of control messages vi; 
queuing mechanism, which actually builds and adds control messages 
the transmit queue. In this case all events that would cause 
control message to be sent must generate a message for the queue. 



5.3.4.3 DDCMP Stal 
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5.3.5 Message Queuing, Reply Timers, And Buffering - 

Messages are passed from DDCMP to a device driver for actual 
transmission on the link. They may be passed either one message at a 
time, waiting for a transmit complete before passing the next one to 
the driver; or more than one message may be passed to the driver, 
letting the driver maintain a transmit queue. One message at a time 
is the most efficient method from the message exchange viewpoint, 
since it defers decisions on which message to transmit next to the 
latest possible instant, making use of the latest available 
acknowledgment information. This technique, however, may not be 
optimal for implementations requiring high performance via queuing and 
pipelining techniques. The state tables for DDCMP message exchange 
operation assume single message at a time operation. If queuing 
tech iques are used in an implementation, the operation described in 
th state table as "send" will mean "add to transmit queue" or "pass 



started after the message has been completely transmitted. In this 
case, the timer value must include link delays and processing time, 
but is independent of the length of the transmitted message. If the 
timer is started, however, when the message is passed to the driver it 
must also include the time to actually transmit the message. If many 
messages are being queued to the driver, then the timer must also 
include the time to transmit all the messages ahead on the queue. 
These increases in the timer value make it less precise and, 
therefore, it does not perform as well as a reply timer that is 
started after transmission. The state table describes the reply timer 
starting at two possible times: one when messages are actually 
transmitted and the other when they are passed to the driver. The 
operation affects the setting of the variable X and the starting of 
the reply timer. The choice of technique in a particular 
implementation depends on the split of functions between the driver 
and DDCMP, the sharing of the protocol data base, and the capabilities 
and environment presented by the operating system. All other factors 
being equal, the best technique uses queuing for high performance and 
starts the timer after actual message transmission. On other than 
full-duplex point-to-point links the timer is keyed to station 
selection. The driver transmit queue is always emptied before ending 
selection, and, thus, has no effect on the reply timing. 



A message mi 


ist not 


be mai 


:ked co 


mplete 


and returned to 1 


the u 


isei 


: until 


the message is ac 




aged. 


If the 


user interface does nc 


it sepa 


rate 


the completi 






Ledgmen 


t of di 








ning 


of buffers 


to t 




c (e.g. 




smit buffering is 


suppl 




3 by 


the 


user) , then 


the message i 




t be returned to the usi 




le 








n the 


trans 


mit que 




uired 




pre 




buffers fron 


n being 


relea: 


sed pre 


mature: 


Ly and given bad 


< to 








while they 




still 


being 








:f i 






interface s< 


;parate 




complet 


ior. of 




am the n 




ning 


of buffers 


(e.g. 




it buff 




Is supplied by DDCMP, t 






sage 




3 a loc 


al DDCMP buff 








be 




rked 




3 the 








is acknowledged. 




th< 






actual tran: 


smit bu 


ffer (local t 


o DDCMP) may still be 01 


i the 


tran 


smit 



1. Start 



signal and stop. 

When timer is anot*- .-vent (e.g. ending selection inten 

set flag marki. 3 ,_imer as running. When event occurs 

flag is set, timer will issue a signal and turn flag off. 

If timer is running when start command is issued, it is f: 
.pfi*opped and then started. 



Stop timer: 

When timer is a clock 



5.3.7 NAK Reasons - 



Data field blo< 



3 message, device, and buffering errors 
j (Note: the number is the NAK error 
3r - a data message header CRC or a 
error - a data message data field CRC 



REP response - the NAK is sent in response to a received REP 
message where the NUM field in the REP did not equal R (the 
last message received) . 

Buffer temporarily unavailable - a buffer was not available 
to store the incoming data message. Either the user did not 
allocate one in time, or the buffer pool was empty. 



a. Invalid SELECT flag, 

b. Invalid ADDR value (optional check for point-to-point) , 

c. FILL fields not zero (optional check), 

d. Invalid control TYPE or SUBTYPE value. 
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Startup is the process of initializing the p 
variables, and synchronizing both stations on a 
the startup state table. 


otocol 
link. 


states and 
Table 5-3 is 


Startup Notes: 






1. Implementations may ignore messages i 
messages) or messages other than that e 
the reply timer to expire during the 
initiate recovery action. 


h-3 


Dr (invalid 
sequence to 



The SELECT flag is always set in STRT and STACK messages, the 
starting sequence being an alternate exchange, one message at 
a time. For all stations, except multipoint control 
stations, the receipt of a STRT or STACK will trigger an 
immediate response due to selection by the start sequence 
messages. Multipoint control stations need not respond 
immediately to the starting tributaries, but may select and 
send messages to other tributaries before returning and 
completing startup with tributaries waiting for start 
sequence replies. 

After startup is complete the data variables have the 
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i Table 5-3. St; 

| STATE EVENT 

i any state User requests halt 

I HALTED User requests startup 



rtup State Table 
NEW_ STATE ACTION 

HALTED None-stop timer 

ISTRT Send STRT- 



MAINTENANCE See ! 



ISTRT Receive STACK 



Receive STRT 

Receive MAINT message 



ASTRT Receive ACK (RESP=0) 
or Receive Data msg 
(RESP=0) 

Receive STACK 
Receive STRT 
Timer expires 
Receive MAINT message 



Send STACK- 



RUNNING 
ASTRT 



Send STRT, 
(do nothing) 



Send ACK(RESP=B: 



Send STACK- 



Send STACK- 



Either: Send STACK, 
start timer; or 
ignore (do nothing) 
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Table 5-3. Startup State Table (cont'd) 
EVENT NEW STATE ACTION 



Receive STACK 



Send ACK (RESP=R) 



5.3.9 Data Transfer - 

This is the process of sending data messages, waiting for positive 
(ACK) or negative (NAK) acknowledgment, retransmitting on NAK, and 
sending REP on reply timeout to cause an acknowledgment to be 
returned. Table 5-4 is the state table for the RUNNING State. These 
events always leave the stations in the RUNNING state. The entries 
that change from RUNNING to the other states are listed in the Startup 
State Table above. 



Running State Notes: 

1. All message numbei 
number 2!" ' 
3>250 is ( 



modulo 
message 0, ther 
where 3 follows 



, after message 
on) . For example 
255,0,1,2. 



2. An ACK always sends RESP=R. A NAK always sends RESP=R and 
an appropriate NAK reason. A REP always sends NUM=N. A 
data message always sends RESP=R, NUM=assigned sequential 
number. A retransmitted message always uses the same NUM 
value and DATA field as the original message, but sends the 
latest receive value in the RESP field. 



The 



maximum number c 
always required t 



outstanding ut 
e sent until sc 
at (A+255) >= 1 



acknowledged messages 
ne are acknowledged, 
(modulo 256) . 

in the RESP field 



Positive acknowledgments c 
data messages transmitted in the reverse direction, 
messages, or in NAK messages. They are all eguiva] 
receive to providing a positive acknowledging 
outstanding messages. In the state table, ACK refer: 
of the above forms of acknowledgment. 



The c 



NAK, REP, DATA messages, ACK. 
6. A data message 



:ing messages 



i the 



ling : 



Data consisting of the NUM, COUNT, and DATA ] 
An ACK response consisting of the RESP field. 



d. Framing information consisting of the QSYNC flag. 

These are independent of each other and treated separately. 
Thus, a received data message is treated as both a received 
data message and a received ACK. For example, even if the 
DATA CRC is in error the RESP field in a good header is 
still accepted and processed. 

When a message is received which starts oi: ends a selection 
interval (SELECT flag set) , the message exchange fields 
(RESP, NUM, COUNT, DATA) are processed according to the 
message exchange rules (Table 5-4) prior to the starting or 
ending of the selection interval. For example, a RESP field 
which acknowleges one or more outstanding messages will 
complete those messages and stop the reply timer prior to 
processing the SELECT flag. IF the SELECT flag were 
processed first, the reply timer might erroneously expire. 

If there is no message to send in the RUNNING state, and a 
SELECT flag wants to be sent, use the ACK message for this 
purpose. ACKs are legal at any time and may be used for 
time fill and to select and/or terminate selection. 



message before starting a new one, including 

. The SELECT flag can be set in any message. All outstanding 
control messages must be sent before a station ends a 
selection interval by sending a SELECT flag. A selection 
interval is ended when the message with -he SELECT flag set 
is added to the transmit queue (given to the driver for 
transmission) , even though the message has not yet been 
transmitted on the physical link. 

. The transmitter is idle when it is permissible to pass a 
message to the driver. It is busy when this is not 
permissible. For non-queued transmission, passing a message 
to the driver is permissble only when nothing is being 
transmitted and the station is selected. For queued 
transmission, passing a message to the driver is permissible 
only when the driver will accept a message (queuing space 
available) and the station is selected. 

The message with the SELECT flag set is the last message 



the driver until another selection interval is started by 
receiving a message with the SELECT flag set. This 
technique is necessary to maintain the proper relationship 
between the reply timer and station selection. 

The notation "A<-B" is the notation for the assignment 
:iich sets the value of the variable A to the 
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Running Stat< 
ACTION 



(NUM 
(Also 


ve Data Msg 
» R+l) 
i see Receive 


ACK) 


Receive Dat^ 


Msg 




Recei 


.ve message in 




(NUM 


ve REP 
- R) 






(NUM 


.ve REP 
not» R) 







If buffer available. R <- R+l, 
give msg to user, set SACK flag; 
otherwise set SNAK flag. 



Set SACK flag 



Set SNAK flag, (reas 



Receive ACK, or Dat; 


3 Msg 


For all messages (A < NUM 


<» RESP) 


(A < RESP <= N) 




complete msg to user , 
A <- RESP 

If T <» A, then T <- A+l 
If A < X, start timer 
If A >= X, stop timer 




Receive ACK or Data 


Msg 


Ignore 




(RESP <=• A or RESP : 


> N) 






Receive NAK 




For all messages (A < NUM 


<= RESP) 


(A <- RESP <» N) 




complete msg to user, 

A <- RESP 

T <- A+l, stop timer 





(RESP < A or RESP : 
Reply timer expi es 



Set SREP flag 
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Table 5-4. Running State Table (< 
ACTION 

Send NAK with 
cleat SNAK fl; 

Send REP, cle; 



User requests message 
to be sent: T < N+l, 
transmitter is busy, 
SNAK flag is set, or 
. SREP flag is set 

User requests message 
; to be sent, T - N+l, 
transmitter is idle, 
SNAK and SREP flags 
are clear 



Transmitter is idle, 
SNAK and SREP flags 
are clear, T =» N+l, 
no user requests wait 
SACK flag is set 



T = N+l, transmitter 

is idle, SNAK flag is cleai 

and SREP flag is clear 

NUM <- N+l 

Send HSG(NUH) 

N <- NUM 

T <- N+l, clear SACK flag 

* X <- N, 

* if timer not running stai 

Send ACK, clear SACK flag 



' If messages are queued foe 
stopped after actual transmiss: 
then when messages are queued, then ignore the starred (*) act 
listed above for the events: Transmitter is idle (SREP s 
Transmitter is idle (T < N+l), and User requests message to be 
(T = N+l) and add the following events and actions: 

)ata message (NUM) X <- NUM 

transmission completed If A < X and timer not running, 

in link then start timer 

If A >= X, then stop timer 
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.4 Maintenance Mode 

aintenance mode operation is used where the code requirements 
ecessitate minimal coding and compatibility with the DDCMP message 
tructure. This is true of bootstrap, dumping, and testing facilities 
here the code might reside in read-only memory (ROM). Compatibility 
s necessary for running on multipoint channels where one station may 
e in the maintenance irode and the other stations in the on-line or 
unning mode. By using the same structure both functions can occur 
oncurrently on the link using the same control station protocol. 

'he maintenance mode utilizes the framing and link management portions 
f DDCMP without having the complexity or the functionality of the 
lessage exchange facility. That is, it creates a frame or envelope 
or transmitting and receiving message blocks and providing a CRC-16 
rror detection check. In this mode, there is no message sequencing 
ir acknowledgment. Sequencing and acknowledgment must be handled by 
:he user of the maintenance mode if necessary. 

laintenance mode messages always have the SELECT flag set, so they 
iperate in the alternate half-duplex mode on both point-to-point and 
mltipoint channels. The link management function operates in the 
:ame manner as described for on-line mode except that only a single 
lessage is transferred before ending selection. Transmit complete is 
eturned to the user immediately after the message is transmitted. 



The maintenance message header is 


similar in format to the 


data 


message header except the RESP i 


and NUM fields are zero FILLs (: 






numbered nor acknowledged) . 


The 


maintenance mode is entered via 


either a command from the user 




received maintenance message. To i 






mode) the protocol must first 


go through the halted and stai 


cting 



Both operating .node: 

entered is implementation specific and may vary in diffen 
If a maintenance message is received while not in maini 
some implementations may eiter maintenance mode and 
message to the user. Other implementations may discard 
enter the HALTED state, and provide an indication that a 
message was received. In the maintenance mode, the prot< 
header and block check to transmitted messages and star' 
timer if necessary for proper operation of the ch; 
multipoint). On received messages, the protocol removes 
and checks the block check. If in error it may eithei 
message or notify the us 
check error. The latte 
than waiting for the tir 

The maintenance mode is 

dumping, and link te! 

necessary it must be done within the data field of the 
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: Operation Protocol (MOP) and is not part of this standai 
Maintenance mode messages are not guaranteed to be delivered or h< 
the assurance that they will arrive in the proper sequence. If tf 
are delivered, however, they will have been block checked within t 
error limits of the CRC-16 check. DDCMP ignores all non-maintenar 
mode messages received while it is in the maintenance state. 



MAINTENANCE If buffer 



MAINTENANCE 



UNT MAINTENANCE If transmitter idle: 

>nt send MAINT message, 

If transmitter busy: 
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6.0 ERROR RECORDING 

Link and protocol error recording in DDCMP is implementation speci 
This section presents recommendations on how error recording shou] 
performed within DDCMP implementations. The actual techniques 
and statistics maintained depend on the system environment 
requirements of the application. These recommendations should be 
as a guideline in developing those techniques. It is recommended 
error recording be employed to compile statistics on the conditior 
the link, determine overall error rates and detect a malfunctic 
link. The protocol has been designed so that even if one of 
stations on the link cannot record errors, the other station c; 
used to record errors for all communications sent in both direct 
on the link. This is accomplished by use of the NAK reason fi 
For most errors, the error is recorded locally and a NAK is reti 
with the error reason. The other station, upon receiving the NAK, 
record the error for the remote station. On occasion, a NAK wil] 



lost, but this should not notice; 


ibly affect the record being kept 


given link. 




DDCMP Error Counters can be div: 
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and Background Counters. Thre 
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suggested that the user of DDCM1 


P record these values into a pern 


log, thereby establishing a long- 




communication equipment. 




A station that has no means for i 


reading out its counters, or 






(e.g. a transaction terming?.). 


It is strongly recommended, hov 






multipoint links the control stai 




counters for each control-tr ibut; 


ary pair. When the number of col 






the counters into groups in order to reduce the memory and proce 


requirements. In the maintenanci 


; mode, error counters and re 


need not be maintained. 




6.1 Threshold Counters 




The threshold counters are used 


to notify the protocol user 


persistent error condition. 


Threshold counters operate by coi 




ass and will trigger a notificati 


the user when the t.._eshold value 


= has been reached. A threshold 


of seven events is recommended 


However, a value that is 



Each counter is cleared when the thi 
operation it is monitoring is perfoi 

TBSMI cleaced by a start corarai 



counters can be used to monitor the following operations: 

1. Messages sent to remote stations - counts NAKs received and 
response timer expirations; cleared on ACKs (explicit or 
implicit) received. 

2. Messages received from remote station - counts errors that 
cause NAKs to be sent; cleared on data message received. 

3. Selection errors for multipoint and half-duplex control 
stations - counts no response or wrong response to select; 
cleared on a proper select received. 

In the RUNNING state, counter 1 is incremented when a NAK is received 
(which causes one or more outstanding messages 

message is acknowledged (whether or not 
unacknowledged messages) . In the Initiate Star 

counter 1 is incremente" ' ' 

or a STACK is received. 

counter 1 is incremented when a STACK is sent and cl< 

or a STACK is received. 

Counter 2 is incremented for all DDCMP NAK reasons 
section 5.3.7). Tributary stations do net count heat 
they cannot determine if the address was their own. 
cleared when data messages are successfully received. 

Counter 3 is only required in a multipoint control st< 
duplex point-to-point station. This counter is inci 
of the following errors is detected. 

l Wrong Tributary (doe; 



:ransr 


nitted) or 








i.11 other 




(ISTRT) , 


red when a STRT 




(ASTRT) , 


red when an ACK 


(see 


operation 


: CRC 




Counl 


:er 2 is 



No Select Received and select 

Tributary or half-duple: 
implementation-dependant max 
without deselecting itself. 



Counter 3 i 
received f 
half-duple> 


-s cleared when a message with the sel 
Irom the selected tributary or from the o 


ect bit 
ther stat 


It is recon 
threshold 

which speci 


intended that, whenever a threshold coun 
value, causing DDCMP to notify the user, 
:ive counters. This will establish a base 
tfic error has caused the next threshold co 


in det 
unter ove 


DDCMP conti 
subsequent 


Lnues to operate across threshold counter 
; threshold counters and counts again, noti 
overflows. Protocol and link shutdown is 


fying the 
left up 



IfiSBQED 



DDCMP Spec/4. e - 121 
ERROR RECORDING 
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accessible to 
overflow and 
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total Jll occurrence 

Fork operation) . It should De 
and clear these counters and 






In DECnet, a higher level netw 

management. 

The cumulative error counters should be able to record an adequate 
number of occurances of an error to be useful in the maintenance of 
the link. The cumulative error counters should count to their maximum 
value and hold at that value until the higher level process clears 

Cumulative error counters may be arranged in a number of different 
configurations (e.g., specific individual counters or general group 
counters) depending upon the specific implementation requirements. 
The following list summarizes the types of counters that could be 

ns (either individually by 
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6.3 Background Counters 

Background counters are used to provide a statistical base for tl 
cumulative error counters. Like the cumulative error counters, the: 
usage depends on implementation requirements. It is recommended th< 
two background counters be maintained: one to record the number c 
data messages sent (count all attempts) , a second to record the numb< 
of data messages received (exclude duplicates and ou,- if sequent 
messages) . An implementation may use additional counters ft 
debugging purpose' or for additional statistics or control. 
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AFPENDIX A 



A technique in which the informatioi 
required to determine when each byt< 
(bit grouping) begins is sent along witl 
the symbol (the "start" and "stop' 
bits) . The time interval betweei 
successive bytes is unspecified. 

The data path joining two or raon 
stations, including the communication! 
control capability of the associate< 



>ility for orderly operatic 



) and from the station) is possible, 
io called a full-duplex channel. 



channel that 



at a given instant, for the purpose of 
sending data messages to a slave station 
(whether or not it actually does) . Also 
referred to as a "transmitting station". 

Multipoint Channel: A channel connecting ir.ore than two 

stations. 

Parallel Data Transmission: A data communication technique in which 
more than one code element (e.g. bit) 
of each byte is sent or received 
simultaneously. 

Point-to-Point Channel: A channel connecting only two stations. 

Serial Data Transmission: A data communication technique in which 
the code element (bits) of each encoded 
symbol of the iata are sent and received 
one after the other (serially), rather 
than simult< 
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i data message. 



An independently 
configuration of logical el 
a computer) to or 
are transmitted o 



which messages 



A data 

the information re 
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groups of bytes : 



between sue 



APPENDIX B 
Formal Syntax Defir 



B1.0 Symbology 



< > denotes a metalinguistic variable. 

:= means "is produced by" or "has the value of". 

<axb> means "a followed by b" or "b concatenated wil 

<a>!<b> means "a OR b" (exclusive OR). 

quantities not surrounded by brackets < > are const 



repeated b times" (<a><a> <a>) . 

occurs from zero to infinity til 



"the empty set". 



! B2.0 Message Syntax 

; The following definition of the protocol does not include the specific 

| sync sequences and rules when they are used on each link type. Refer 

; to the operation section for these specifics. 



<protocol>:=<transmissionXtrailer>! • 
<transmission> : =<msg> ! <syncseq><msg> 



:syncseq>:=<leader><sync>*m 



Where m is a parameter determined by hardware and 
interchange considerations. (m >= 1 for asynchronous 
circuits, m >= 4 for synchronous circuits.) 

er-message padding 



i mmm 



DDCHP Spec/4 
ERROR RECORD I 


- 121 
NG 


REV. A 


Page 66 


<sync>:=<syn) 
:«10-bJ 
:=null 


t idle 


line ! <del> for asynchronous 
for parallel circuits 


a«„... 




Where 

Hark, 
times 


"10-bit idle line" means that 
nuously in the state of the 
condition Z, 1) for a period n 


-he channel is held 
at less than 10 bit 


<leader>: = (<c 


ne>«j) ( 


<syrc>*k) for synchronous circu 


its 



Eithe 


j=0 or 


j> = 8 


le line 


! <del 


** for asyn 


Mark, 


"idle 
1U ously 


in the stat 
n Z, 1} 


I for 


paralle 


circuits 


ne>*j 

11 




for parallel 



<msg> :=<nummsg> !<unnummsg> ! <maintrasg> 

<nummsg> : =<soh><header><bcc><dataXbcc> 

<unnummsg>:=<enqXbodyXbcc> 

<maintmsg>:=<dleXmhdrXbccXdataXbcc> 

<header>:=<countXqsyncXselectXrespXnumX; 

<data>:=(<byte> * value of <count>) 

<bcc>:=<byte><byte> 

<body>:=<ackm> !<nakm>!<repm> ! <strtm> ! <stackm: 

<mhdr>:=<count><qsynclXselectlXf illxf ill>- 

<count>:=(<bit>*14) 



<selectl>:=l 

<qsync>:=<bit> 

<qsyncl>:=l 

<resp>:=<byte> 

<num>:=<byte> 

<addr>:=<byte> 
I <ackm>:=<ackxf ill6XqsyncXse 
I <nakm>:=<nak><rnakXqsync><se] 

<repm> : =XtepXf ill6><qsync><: 

<strtra>: = <strtxfill6><qsyncl: 

<stackm>:=<stackxf ill6><qsyn( 



KrespXf illxaddo 

CrespXfillXaddO 

:><f ill><num><aodr> 

:ctlxfillxfilixaddr> 

;lectlxfillXfill><addr; 



: <rnak>: =000001 1800010 1000011 1081 000 J 001001 1 010001 

<byte>: =00000000 100000001!... 111111111 
i <bit>: 

=10010110 
=10000001 

<enq>:=00000101 
! <del>:=llllllll 
! <fill>:=00000000 

<fill6>:=000000 
''. <dle>:=10010000 

<ack>:=00000001 
I <nak>:=00000010 



:rep) 



=00000011 
=00000110 
•:=00000111 



EQSflfllD 



APPENDIX C 
DDCHP Block Check Computal 



| C1.0 DDCMP trrcr Detection 

Error detection is provided in this protocol by means of block check 
bytes after each of the message headers and message blocks. This 
; block check consists of computing a 16-bit cyclic redundancy check 
using a polynomial known as the CRC-16 polynomial and appending the 
check bits computed to each block. This polynomial and scheme have 
been widely .^ed in BiSync and other protocols. 



C2.0 The "RC-16 Polynomial 

The CRC-lo polynomial [X"16 + X*15 + X"2 + 1 = (X + 1) * (X"15 H 
l)i [see section C3.0 step 3 below] has the following error det 
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APPENDIX D 
MESSAGE FORMAT SUMMARY 



D1.0 General Message I 



Numbered 


Unnumbered 


Maintena 


Messages 


Messages 


Messages 


<soh> 


<enq> 


<dle> 




<type> 






<subtype> 




<qsync> 




<qsyncl> 


<select> 


<select> 


<selectl 


<resp> 




<fill> 






<fill> 


<addr> 


<addr> 


<addr> 


<bccX> 


<bccl> 


<bccl> 


<bcc2> 


<bcc2> 


<bcc2> 


<data> 




<data> 


<bcc3> 




<bcc3> 


<bcc4> 




<bcc4> 



D2.0 Unnum 


bered Messag 


e Summary 








message 


ACK 


NAK 


REP 


STRT 


STACK 


enq 


enq 


enq 


enq 


enq 


enq 


type 


ack 


nak 


rep 


strt 


stack 


subtype 


fill6 


rnak 


fill6 


fill6 


fill6 


qsync 


qsync 


qsync 


qsync 


qsync 1 


qsync 


select 


select 


select 


select 


selectl 


selec 


rcvr 


resp 


resp 


fill 


fill 


fill 


sndr 


fill 


fill 


num 


fill 


fill 


addr 


addr 


addr 


addr 


addr 


addr 


bccl 


bccl 


bccl 


bccl 


bccl 


bccl 


bcc2 


bcc2 


bcc2 


bcc2 


bcc2 


bcc2 



EXAMPLES 



Message exchange examples - These examples are presented here to show 
the operation of the message exchange component of DDCMP in specific 
cases of states and occur ing events. They do not show actual link 
timings, as these vary with link characteristics and station 
selection. The variables used are those presented in section 5.3 and 
in the message formats in section 4.0. The variables of importance 
are listed just above the message being sent or just below the message 
received. Not all variables, user requests, and timers are shown in 
the examples. They are only shown when needed to illustrate a 
specific operational detail of DDCMP. The diagram symbols have the 
following meaning: 

symbol meaning 

> Send message, received with no errors 

/ — > Send message, received with errors 

— // — > Send message, not received 

! Reply timer running 



Notify user of startup c 



STACK Enter 

ling state ACK(RESP=0) 



SIE5QBD 



Example 2 - Startup sequenca with en 
User requests startup 



SDOsn 



STRT 
STACK 



j Enter running s 



ACK(RESP=0) 



Exampla 3 - Data transfer with r 



DATA(NUM=1,RESP=0) 



Message received and 
R=1,N=0,A=3,T=1,X=0 



DATA(NUM=2,RESP=0) 



Message received ar 
R=2,N=1,A=0,T=2,X=J 



DATA(NUM=1,RESP=2) 



Message received anc 
R=1,N=3,A=2,T=4,X=3 



DATA(NUM=3,RESP=1) 



DATA(NUM=4,RESP=1) 



DATA(NUM=2,RESP=4) 



ACK(RESP = 2) 

ACK received 
R=4,N*2,A=2,T=3,X=2 



j Example 4 - Data transfer with CRC errors and NAKing. 



! R=0,N=1,A=0,T=1,X=1 

; Retransmit 
R=0,N=1,A=0,T=2,X=1 



R=1,N=4,A=1,T=5,X=' 



DATA (NUM=1 , RESP=0 ) 



R=0,N=0,A=0,T=1,X=0 
NAK(RESP=0) 



DATA (NUM=1 , RESP=0) 



Message received and 
user requests transmit 
R=1,N=1,A=0,T=2,X=1 



DATA(N0M=1,RESP=1) 

/--> 

ACK(RESP=1) 



Queue NAK for R=l 



DATA(NUM=2,RESP=1) 



DATA(NUM=3,RESP=1) 



DATA (NUM=4 , RESP=1 ) 



Message received 
R=4,N=1,A=1,T=2,X=1 
Queue ACK for R=4 



R=1,N=4,A=1,T=3,X=2 



NAK(RESP=1) Queued NAK returned 



DATA(NUM=2,RESP=1) 

Message ignored 
ACK(REiP=4) Queued ACK returned 



Example 5 - Data transfer with 



sing reply timeouts 



DATA(NUM=1,RESP=0) 



l=2,A=l,T=3,X=2 



DATA (NUM=2 , RESP=0 ) 



EQSQQSD;; 
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User requests transmit 
R=0,N=3,A=2,T=4,X=3 


DATA(NUM=3,RESP=0) 





>0,N=5,A=3,T=5,X=J 



DATA(NOM=5,RESP=0) 



ACK(RESP=3) 
REP(NUM = 5) 



ACK to received message 



DATA (NUK=4 , RESP=0 ) 



Retransmit 
R=0,N=5,A=3,T=6,X=5 



All messages complete 
i R=0,N=5,A=5,T=6,X=5 

m 



DATA (NUM=5 , RESP=0 ) 

Message received 



ACK(RESP=5) ACK to received messages 
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APPENDIX F 
REVISION HISTOI 



. This list of DDCMP changes from version 3.0 to the < 
is provided as a guide for those who have imp: 
familiar with version 3.0 and are interested in the 
version to the present 4.0 level. Revision levels between 3.0 
are shown for those who have such documentation. The composi! 
of changes are all the technical changes from version 3.0 to 
4.0. Only technical changes and major clarifications are 
Changes in wording or documentation level are not included 



There were 3 printed version of this level spec. May 1974, August 
1974, and December 1974. The December 1974 document was the most 
readable, correct, and widely circulated of the three. This document 
is taken as the base 3.0 level and all changes are from this copy of 
version 3.0. 

Changes 3.0 to 3.02: 

1. Changed FINAL flag bit Co QSYNC flag bit. The SELECT flag 
■ '■ ■- - - both selecting and ending selection. The 
ion-abutting messages allowing short sync 

Removed the RESET and RESAK messages. The link is reset in 
both directions at the same time by use of the STRT/STACK 
startup sequence. 



Removed RESP and NUM fields from the STRT and STACK messages, 
replacing then with FILLs. After a startup sequence message 
numbering always starts with message number 1. 

Changed ADDR field to always be tributary address in messages 
both to and from tributaries. This change added a positive 
identification to tine messages being returned from a 
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This version was the result of the above listed changes made by the 
DDCMP committee. This and intermediate review edition 3.01 were dated 
July 1975 August 1975. The document was also partially rewritten to 
add additional clarification to the specification. 

Changes 3.02 to 3.03: 

1. Require full duplex tributary to wait until the entire 
message with the SELECT flag bit on is received before 
transmitting. Previously it had to wait only for the header. 

mmon operation among the different 

2. Require that STRT, STACK, and MAINT messages have the SELECT 
and QSYNC flag bits always set. These messages always 
operate one message at a time alternately. This change makes 
their use common in all modes and link types. 

sync sequence if addressed to a tributary different from the 
one addressed in the previous message. This change improves 



che MAINTENANCE 



,s version resulted from the changes listed above by the EDCMP 
imittee. Version 3.03 dated December 1975 was never totally 
'iewed by the DDCMP committee and contains a number of errors. 



Changes 3.03 t 



Divided protocol functions into 3 semi-independent 

components: framing, link management, and message exchange. 
This is not a technical change but helps clarify and more 
precisely specify the protocol. 

Clarified the user and device interfaces to the protocol. 
This is not a technical change but assists in the 
understanding of the protocol. 

Allowed the SELECT flag bit to be set in full duplex 
point-to-point mode with no checking by the receiver. This 
change makes r or more compatible full and half duplex 
implementations . 

Modified the link idle signal and optic 
checking to increase CRC-16 error dete 
cases of synchronous clock loss. 

Allowed an optional increase in the sync sequence length to 
recover from framing errors when responding to a NAK. 
Especially useful on asynchronous links. 

>ptional in point-to-poir.t mode 
>ptional in all modes. 

Described the operation of the reply timer in cases of 
retransmission. This is not a technical change but a precise 
description of the timer operation during retransmission. 

Changed error recording counters to be a recommendation not a 
requirement. Error recording is now a recommended optional 
part of a DDCMP implementation. 

Clarified messages to be retransmitted when NAKs and ACKs are 
received asynchronous to transmission. This is not a 
technical change but a more precise definition of the 
operation in these cases. 

Removed the option of multipoint tributaries operating in 
sheltered mode. The only valid mode is circumspect mode, 
where the tributaries always track messages on the link. 
This mode is now simply called multipoint tributary 
operation. 
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Version 4.0 

This version is a total rewrite of the DDCMP protocol specification. 
Three versions of 4.0 were used for review in limited circulation, 
dated June 1977, October 1977, and December 1977. It is an attempt to 
more clearly and precisely define the DDCMP protocol. It incorporates 
the changes listed above from the previous version. 

[END OF DDCMP SPECIFICATION] 
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